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Reaction to firе classification rерогt of wallcoverings "VinyI wаllсочеriпg оп а попwочеп substrate

with а mass реr unit аrеа 150 g/m2 to 250 glm2"
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This classification rероrt defines the classification assign_ed to "Vinyl wallcovering оп а попwоvеп,)
substrate with а mass per unit аrеа 150 g/m'to 250 g/m'" in ассоrdапсе with the pl_q.gpdtm99*gjven in
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1 Details of classified products

1.'| Nature and end use application

The products "Vinyl wallcovering on а попwоvеп substrate with а mass реr unit аrеа 150 g/m2 to

250 glm2" аrе fасtоrу made wal|coverings ассоrdiпg to EN 15102.2gQf +А1.2011 and are
defined as being suitable fоr iпtеrпаl walls, рагtitiоп walls and ceilings.

1.2 Description

The products are fully described iп the test reports provided in support of the classification listed
in section 2.1.

The reaction to firе tests wеrе саrriеd out in rеfеrепсе with the following Еurореап product
specification.

EN 15102: 2ооZ+дt ,, 2о11 - Decorative wallcoverings - Roll and рапеl form products

2 Test rероЁs and test results iп support of this classification

2.1 Test reports

Name of lаЬоrаtоrу Name of sропsоr Test rероrt
по.

Test method

МРА HANNOVER ооо "КоF "Palitra"
174956 EN 13823,2010+А1 :2014

1 74959 EN lSO 11925-2:2010-1 1

2.2 Test results

2.2.1 Tests ассоrdiпg to EN lSO 11925-2

Results

Test method раrаmеtеr NumЬеr of
tests

continuous
раrаmеtеr

(mеап)

Соmрliапсе
parameter

EN lso 11925-2
Exposure = 30 s

surface flame attack
Clause 7.3.3.1

Edge flame attack
Clause 7.3.3.2.2

Flaming droplets /
particles

Fs < 150 mm

Fs < 150 mm

lgnition of the filter

рареr

1в

1в

36

compliant

compliant

non-compliant
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2.2.2 Tests according to EN 13823

3 Classification and direct field of application

3.'| Reference

This classification has Ьееп саrriеd out in ассоrdапсе with clauses 1 1.5 and 14.1 of
EN 1 3501 -1 .2007 +A1 :2009.

cIassification

The products "Vinyl wallcovering оп а попwоvеп substrate with а mass реr unit area.),
150 g/m'to 250 g/m'" iп relation to their reaction to fire behaviour are classified: С
The additional classification in relation to smoke ргоduсtiоп is: s,1

The additional classification in relation to flaming droplets/particles is: d0

The format of the reaction to firе classification fоr сопstruсtiоп products is:

Firе Ьеhачiоur Smoke production Flаm ing d roplets/particles

с S 1 d 0

Reaction to fiге classification: С - s1, d0
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Results

Test method раrаmеtеr NumЬеr of
tests

continuous
parameter

(mеап)

Compliance
раrаmеtеr

EN,13823

FIGRA о,2 MJ (Ws)
FIGRA о,+ Ml (Ws)

LFS < edge

THR69g5 (MJ)

3

3

3

3

189

148

1,0

compliant

SMOGRA 1m2/s21

TSPooo 
" 

(m')

3

3

0

з1

Flaming droplets /
particles 3 non-compliant
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3.3 Field of application

This classification is valid fоr the following end use conditions:

- Substrate: Class А1 оr A2-s1, d0 ассоrdiпg to EN 1350,1-,1

- Glue. wallcovering adhesive

This classification is also valid fоr the following product раrаmеtеrs:

- Nominal thickness. 0,5 mm - 0,6 mm
- Mass реr unit аrеа: 150 g/m2 to 250 glm2

4 Limitations

4.1 Wаrп ing

This document does not rерrеsепt type approval оr certification of the product.

The classification assigned to the product in this rероrt is арргорriаtе to а dесlаrаtiоп of
conformity Ьу the manufacturer within the context of system 3 attestation of conformity and СЕ
mаrkiпg uпdеr the Construction Products Regulation.

The mапufасturеr has made а declaration, which is held оп file. This confirms that the ргоduсts
design rеquirеs no specific рrосеssеs, procedures оr stages (e,g. no addition of flame-retardants,
limitation of оrgапiс content, оr addition of fillers) that аrе aimed at enhancing the fire

реrfоrmапсе in оrdеr to obtain the classification achieved. As а consequence the mапufасturеr
has concluded that system 3 attestation is аррrорriаtе.

The test laboratory has, thеrеfоrе, played по раrt iп sampling the product fоr the test, although it

holds аррrорriаtе rеfеrепсеs, supplied Ьу the mапufасturеr, to provide fоr traceability of the
samples tested,
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Напочег, 9 October 2О17 .:,*]"- ']1

TechnicianHead of fiге lаЬоrаtоrу
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